Black Hills Mini sprint Tour

Adopted from:

U6SA 2012 Sportsman 600cc Sprint Rules 

draft copy #3

1) Terms and conditions 2012 thru 2015

a) If a change or modification to the stock engine or its parts is not included in these rules then the modification is considered legal. 

b) The word “Stock” means unmodified factory original parts or components that came with the original engine. 

2) Overall Engine 2008 and earlier

a) No limited production race motors allowed. Must be a USA market production motorcycle engine, 4 cylinders, 4 stroke 

b) No 2006 and up R6R (all black) Yamaha 600cc engines 

b1) no variable-length intake system (YCC-I)

c) No titanium anywhere in or on the engine, unless it comes stock from manufacturer of engine on the production bike 

d) Must have engine, clutch, and transmission all in one unit 

e) Must be Chain Drive

3) Bore and stroke 

a) 600cc maximum displacement 

b) Stock original stroke and bore only 

c) Must use stock pistons and stock piston rings 

c1)1998 and older engines; 620cc

c2)1999 thru 2002; 610 cc

4) Head and cams 

a)NO PORTING of intake or exhaust runners. 

a. Valve jobs, valve grinding, valve seating, valve seal modification and valve seat cutting are allowed. 

b. Valve seat inserts may be reworked or replaced with any seat of original dimensions. Any dimensional thickness of the stock inserts may not be increased. Valve seats can be ground with multiple angles. Blending of the valve seat into the head is permitted but 

cannot extend more than ¼” into the aluminum head measured from where the seat meets the head. 

b) OEM Head only. 

c) Cam may not have a higher lift than the stock factory cam. (duration is open)

c1)2003 and later, stock cams only. 

d) Stock valves only 

e) No slotted cam gears 

f) No cutting or milling of head or block 

g) Stock head gasket must be used 

1998 and older engines: stock valve size, any porting ok, any cam ok. Head milling ok. Any head gasket ok.

1999 thru 2002: stock valve size, any porting ok, stock lift cam of any duration. Grandfather rule: If you ran a carbureted 2003 in 2011, you can register that serial # and treat that engine as as 2002. These engines must be registered by 3/01/2012.

5) Bottom End 

a) No machining to remove weight from the crank (balancing of crank is ok) (no after-market cranks) (no lightweight cranks) 

b) No after-market connecting rods. Must use stock factory connecting rods.

a. Aftermarket rod bolts may be used 

c) No dry sump systems are allowed unless it comes from the motorcycle manufacturer as original equipment. 

6) Clutch/Transmission 

a) Clutch 

a. Clutch must remain operational 

b. No aluminum clutches 

b) No modification to the stock transmission gears, no close-ratio gears or nonstandard gear-ratios. All gears must remain in transmission, no removing any gears. 

7) Ignition 

a) No aftermarket ignition systems, must use factory Stock or factory racing ECU, No hot ECU boxes, no physically modified ECU boxes. Factory race boxes are ok, but must have the rev limit set to the street bike stock rev limit. Stock Rev Limiter must remain intact at all times (ex: no switched or gear specific limiters). If a computer is hooked up to check the ECU it must be set to factory stock specifications, no tolerance. See specifications list for RPM limits. 

b) All cars must have the U6SA standard RPM connector for the track to check engine rpm rev limit. These are available from the chassis manufactures and engine builders, or at the track. All cars must leave intact the rpm wire coming from the ECU. 

c) May use different year ignitions from same manufacturer as long as stock rev limit of engine (not ignition) is retained. 

d) No aftermarket coils 

e) No gear position sensor may be used. The sensor may be in place on the engine, but can not have any wires connected to it. Gear position wire from ECU may not be switchable. 

f) No traction control device. 

g) No more than one ECU box present in or on car. 

h) A 50 rpm over rev tolerance for the purpose of tech inspection is acceptable. (Note: this does not mean you can turn up the rpms in any ECU by any amount) 

i) 1998 and older, any and all ignition systems are legal. 

8) Air Induction system 

a) No mechanically forced induction (turbo charging, supercharging) 

b) Any OEM, 600cc, 4 cylinder, 4stroke, standard production USA market motorcycle carburetors may be used on any engine, regardless of year of engine. 

a. Note: Switching to carburetors on engines that came with fuel injection usually increases the rev limiter due to the removal of the injectors as the ECU cuts fuel to limit rpm’s before it cuts the ignition. A reflash of the ECU will be required if using carburetors in 

order to comply with the rev limit rule 7.a) 

c) If the engine did not come from the factory with fuel injection, fuel injection may not be used. 

d) No after market throttle bodies. 

e) No modifying the bore of the throttle bodies (or carburetors)

f) Stock length throttle bodies only 

g) No Mechanical Fuel Injection. 

h) Power commander (or similar) fuel only, no ignition changes.

I) No variable length velocity stacks (example:yamaha YCC-I)

j) No after-market auto tune devices for engine control systems.

9) Exhaust 

a) A muffler must be used with the exhaust system that will keep noise levels within individual track limits. 

10) Charging system 

a) No removing the charging system, it must remain in complete working order, no factory racing charging systems. 

11) Self Starting 

a) The engine must self-start at the beginning of the event. If it does not self-start, the car may be pushed off and must start at the rear of the event as the penalty. 

12) Fuel 

a) No fuels other than alcohol, gasoline, and/or top lube. Non flammable top lube only, no exotic fuel additives, no oxidizers, no fuel enhancer top lube. 

Highly recommended:

b) Fuel tanks must(should) contain a bladder. A fuel tank with a bladder is further defined as a plastic outer shell with a rubber inner container. 

B1) or approved fuel cell,RCI or similar.

Chassis Limitations 

1) Minimum weight 

a) Minimum weight at all times is 785 pounds, car and driver. If weight is added it must be firmly bolted in place. 

b) 1998 and older engines, minimum weight is 750 pounds, car and driver.

c) Any added weight must be painted white and have the car number clearly marked on it.  If added weight becomes detached from the car during a race, the car will be disqualified. 

2) Chassis Adjusters 

a)  No in car adjustment of any engine or chassis set up is permitted during a race. (def: heat or main). All in car adjusters must be locked and defeated durng a race. Wire ties may not be sufficent to meet judges opinion. Judges opinion will be final! 

3) Right Rear Tire Rule 

a) Must use a Right Rear Hoosier ASCS2, Hoosier D35, Hoosier D30, or an American Racer SPEC tire. 

b) Right rear tire must durometer 50 before and after every race. 

c) Siping and grooving are allowed 

d) No tire softening (chemically)

e) 1998 and older can run Hoosier D25 on right rear.
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Notes:

These rules are intended to be a long range guide. The intent is to assure competators that their investment in a power plant is something that can last for several racing seasons.

Anytime rules are intoduced, there are presumptions made that may prove to be unrealistic.  Should these rules need revised to assure a level playing field, there should be a proceedure in place to allow for revisions.

I suggest the following:

A written request, being very specific as to the exact mechanical detail, and the exact years of engines to be addressed, signed by five current members of the organization be turned in to the race director.  The proposed rule change will be posted on the web site for 10 days.  Written and signed votes will be counted, and a vote of 60% of the registered members will be required to change the rule.

